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Protecting the environment and fire 
brigade and THW operations per-
taining to this area are on the 
increase and are becoming increas-
ingly important. 
You will find many interesting 
equipment items for these important 
operations in this chapter.

Flood/
water protection

Sealing materials

Decontamination
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Hook & Loop tape for securing the hose Pressurised waterproof isolated ground 
receptacle

10 m connecting cable, integrated personnel 
protection switch

Pressurised waterproof shockproof plug 5 m special suction hose Special pumping hose with C connector

Dönges fire brigade suction pump
Starmix

The new Dönges fire brigade "Starmix" suction pump 
has been specially developed for use by fire brigades 
and disaster relief organisations. 
Large quantities of heavily contaminated water or 
non-combustible liquid are sucked up without problems 
until they have been completely drained, and are 
continuously pumped out using the built-in mast pump.

A wet filter bag that is included in the scope of delivery 
collects coarse dirt, protects the pump and filters water 
that is only slightly contaminated if necessary. For 
pumping out, the suction pump uses a 10 m pumping 
hose with Geka connection for connecting to the suction 
pump and a Storz-C connector for connecting additional 
C hoses.

The suction pump can also be used as a dry suction 
pump without problems. 

A 20 l plastic container is optionally available for dry 
suction. 

Quality since 1903 www.doenges-rs.de
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Tilting running gear

With integradet submerged pump

Features:
•	10 m connecting cable H07RN-F31.5 with pressurised
	 water tight IP68 connector and personnel protection 
	 switch
•	Carrying handle with practical cable winding
•	Connector securing mechanism
•	Pressurised waterproof equipment socket with auto-
	 matic activation
•	Speed regulation (2 stages)
•	Overrun protection

Technical data:
Power consumption:	 Max. 2200 Watts including pump
Volume flow:	 Max. 61 l/s
Vacuum:	 Max. 248 mbar
Container volume:	 Max. 55 l gross
Weight: 	 26.8 kg
Delivery capacity:	 Pump max. 300 l/min.
			   max. 40 l/min. in suction mode
Suction height: 	 Max. 1.5 m in full suction mode 
			   max. 5-8 m in sip mode
Delivery height:	 From suction pump max. 6 m
Delivery breadth:	 Max. 50 m

Order no.	 Item		  Dimensions	 Weight kg
218600	 suction pump	 59 x 57 x 100 cm	 26,8
218601	 Special plastic
		  container 	 20 l	 1,3

+49 (0) 21 91 / 56 26 - 112
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1

2

Emergency pump set

Time and time again, fuel or other hazardous substanc-
es have to be pumped out or pumped into another 
container during operations to protect the emergency 
services or the environment. This can be done using 
this compressed air double diaphragm pump, which is 
safely stowed away in the Dönges Firebox® together 
with all of the necessary accessories.

The pump is safely and reliably operated using a 200 or 
300 bar breathing air cylinder, a compressor or the 
vehicle compressed air connection, With a capacity of 
25 l/min., this pump is sufficient for the majority of 
operations.  

Features:
•	Compressed air double diaphragm pump made from 
	 diecast aluminium.
•	Extremely robust, yet still extremely light (2.1 kg)
•	Flexible range of uses
•	Conditionally alkali and acid resistant
•	200 - 300 l pumping capacity with one breathing air 
	 cylinder
•	Ready for use in a Dönges Firebox® Size 3

Scope of delivery:
1 x Compressed air double membrane pump 
1 x Compressed air hose 1/2 inch, 2 m long
1 x Car suction hose, 10 mm, 1.5 m long
1 x Suction hose 3/2 inch, 2 m long, with filter 
2 x Earthing cables with cable shoe and 
		  contact clamp, 2 m long
1 x Spiral compressed air hose, 7 m long
1 x Pressure reducer 300 bar
1 x Dönges Firebox® made by Zarges, size 3

	 Order no.	 Item			   Weight kg

1 	 221380	 Emergency pump set, complete	 11,6

2 	 221381	 Double diaphragm pump, individual	 2,1

	 214015	 Firebox® DIN 14880-3-LM empty	 5,1

Emergency pump

Simple but effective manual pump for pumping small 
quantities of liquid. Hose length approx. 2 metres

This emergency pump is amazingly effective for 
decanting fuel, water and liquids containing petrol or oil, 
for example.

Order no.				    Weight kg
221386				    1,0

Quality since 1903 www.doenges-rs.de
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Features:
•	Small packing dimensions
•	Extremely light, therefore easy to transport
•	Material PE, 0.2 mm

Order no.	 Item			   Weight kg
221352	 Eco Boom Set with Storz connectors	 57,0
221353	 Spare double-chamber hose 100 m	 38,0

Double chamber hose "Eco Boom"

This double chamber hose is used to collect contami-
nated fluids such as extinguishing water. However, the 
spread of oil floating on top of water can be reliably 
prevented using this double-chamber hose. When 
extinguishing water or contaminated liquid is being 
collected, the double chamber hose is first unrolled to 
the required length and cut off. The Storz dummy 
connectors in the complete set are secured to the 
cut-off end using the tension straps. Both chambers are 
then filled with water via the Storz connectors that are 
already attached at the other end. The heavy weight of 
the hose prevents it from floating on top of the 
liquid that is being collected, and the liquid is 
reliably held back. 

Only the small chamber is filled with water when 
the hose is used on water. The large chamber is 
filled with air. Since the small chamber is now below 
the surface of the water a film of oil is reliably held 
back, even if it is only a few centimetres deep. The air 
chamber maintains the barrier at the surface during 
this time.
There are 100 m of this double chamber hose on a reel. 
A collecting basin for 15,000 litres of fluid can be cre-
ated using this hose, for example. The complete kit 
consists of 100 m of double-chamber hose on a reel, 
two Storz connectors, two Storz dummy connectors and 
tension straps for securely attaching the Storz dummy 
connectors.

Spill bag 15

Spill bags were developed in order to quickly and 
efficiently collect escaping liquids such as oil, coolants 
etc. during operations at any time. The decisive advan-
tages of spill bags in comparison to normal emptying 
trays are the extremely compact dimensions, which 
saves a considerable amount of space in the vehicle, the 
self-raising principle and the liquid retention system 
that is built into this spill bag, which prevents the 
collected liquids from escaping.
Spill bag 15 is used to collect small quantities of liquid 
up to 15 litres. The extremely small dimensions of the 
spill bag allow it to be stowed in vehicles without prob-
lems. 

Features:
•	Material: 0.3 mm thick PE, extremely oil and chemical 
	 resistant
•	Small packing dimensions
•	Self-sealing, making transportation and the collected 
	 liquids safer and problem free
•	Extremely light weight
•	Pack size 55 x 50 x 1 cm
•	Capacity 15 l

Order no.		 Dimensions cm		  Weight kg
221350		  100 x 50 x 2 		  0,7
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Spill bag 100

Like the spill bag 15, this "big brother" is also used to 
collect oil or other chemicals. It is just as easy to use, 
but has a considerably greater volume. The spill bag 
100 does not have a built-in valve, but raises itself 
during use so that all liquids are reliably collected.

Features:
•	Material: 0.5 mm thick PE, extremely oil 
	 and chemical resistant
•	Small packing dimensions
•	Self-sealing, therefore safe and problem-free 
	 use in any situation
•	Extremely light weight
•	Capacity 100 l

Order no.		 Dimensions cm		  Weight kg
221351		  120 x 90 cm		  2,8

Polyethylene film 100 m²

Transparent rolls of film 4 x 25 m, thickness 0.2 mm, 
folded to a width of 1 m.

Order no.		 Dimensions mm		  Weight kg
214165		  170 Ø x 1000		  16

Tarpaulin

Heavy, multi-layer film 4 m x 6 m, mineral oil resistant, 
with screen fabric and eyes at the edges (approx. every 
50 cm).
Double, tape-reinforced edge.

Order no.		  Dimensions m		  Weight kg
217865		  4 x 6		  3,6

Shaft cover

Tear-resistant sack made from strong PVC film, tapering 
towards the top. Base area approx. 750 x 750 mm.
Mineral oil resistant, impermeable to liquids (plastic 
sack with variable shape).
The sack is simply placed on the gully inlet and filled 
with water.
There is also a foam material panel that can be placed 
beneath the shaft cover. This compensates for undulat-
ing surfaces in a better way, and prevents damage to 
the sack.

Order no.	 Item		  Dimensions mm	 Weight kg
217860	 Shaft cover	 750 x 750 x 500	 1,2	
218550	 Foam material panel	 900 x 900 x 20 	 1,7	

Quality since 1903 www.doenges-rs.de
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Quick gully sealing Gully-Stop

The Gully-Stop is the ideal quick sealer for emergencies. 
The Gully-Stop, which is filled with a mixture of water 
and a special antifreeze (with higher specific gravity 
than water) and is made from a mineral oil resistant, 
coated tarpaulin material, is secured to the wall in the 
vicinity of gully inlets using a special wall bracket and is 
simply taken from the wall bracket in an emergency and 
placed onto the gully.

The heavy intrinsic weight provides a reliable seal and 
prevents the Gully-Stop from floating.

The entire set consists of the Gully-Stop and a 10 litre 
container of antifreeze and the wall bracket.

Order no.	 Item		  Dimensions mm	 Weight kg
218555	 Complete set	 700 x 700	 15,9	
218560	 Gully-Stop, individual	 700 x 700	 0,8
218565	 Concentrated antifreeze	
		  10 litre canister		  14,0
218570	 Wall bracket		  1,1

Sealing hemp

Order no.	 Model			   Weight g
214110	 Pack in polythene bag		  1000
214115	 Skein, individual		  200

Teflon sealing tape

Made from polytetrafluoroethylene (PTFE), 12 mm wide, 
Length: 10 metres.

Order no.				    Weight g
217395				    18

Sealing paste Leck-Stop

Universal sealing paste for immediate sealing of all 
types of leak.
Can be used for petrochemical products, many chemi-
cals, alkalis, acids, hydrocarbons, solutions and cleaning 
agents.
Supplied in tub with screw lid.

Order no.		  Capacity ml		  Weight g
217455		  500		  600

+49 (0) 21 91 / 56 26 - 112
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Cleaning cloths

2 kg in plastic bag, made from 100% new textile fabric, 
for removing coarse dirt, oil, grease and lubricants.

Order no.	 Cloth dimensions mm		  Weight g
280055		  380 x 380		  2000

Wire wool

Packed in Polyethylene bag

Order no.				    Weight g
214125				    2000	

S&H oil binding cloth

For removing minor areas of oil soiling and collecting 
oil drips.
Oil absorbent and water repelling. Absorbs up to 
25 times its own weight in oil and organic fluids.
Each cloth can absorb up to 1.2 litres.

Order no.	 Dimensions cm		  Weight g
280056		  43 x 48 x 0.5		  25

Gas plug and cap set

16-piece set, consisting of: 8 plugs with square in acc. 
with EN 10241-DN sizes 8 - 50 and 8 caps in acc. with 
DIN 10241-DN sizes 8 - 50.

Order no.				    Weight g
211094				    1840

Seal set DIN 14880

Various aids for sealing leaks, compiled in accordance 
with DIN 14800-10:2005-02.

Order no.				    Weight g
217450				    2380

Quality since 1903 www.doenges-rs.de
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Filtering and clearing shovel

For removing binding materials and for cleaning 
waters of any kind.
Floating shovel with detachable, two-piece aluminium 
handle, 2 m long, plastic frame, aluminium plug-in 
screen (fine screen).

Order no.	 Shovel dimensions mm		  Weight g
210570		  280 x 360		  1800

Tank securing strap with ratchet

Made from polyester, length 10 m, width 50 mm, with 
ratchet, tensile strength 4 kN.

Order no.				    Weight g
210490				    2000

Sealing plug set

Version as per equipment vehicle standard 
DIN 14555-T3.
Wooden sealing plug 300 mm long, made from soft 
wood, packed in synthetic fibre bag.

Set, 12 pieces: 	 Set, 20 pieces:
3 pcs. 90/25	mm Ø			   5 x	90/25 mm Ø
3 pcs. 60/10	mm Ø			   5 x	60/10 mm Ø
6 pcs. 30/10	mm Ø			   10 x	30/10 mm Ø

Order no.	 Pieces			   Weight g
214130	 12			   1800
214135	 20 (Standard)		  3000

Sealing wedge set

Version as per equipment vehicle standard DIN 14555-
T3. Sealing wedges 300 mm long, 70 mm high, made 
from soft wood, packed in synthetic fibre bag.

Set, 10 pieces:	 Set, 20 pieces: 
2 x	 50	 mm wide	 5 x	 50 mm wide
3 x	 100	 mm wide	 5 x	 100 mm wide 
3 x	 150	 mm wide 	 5 x	 150 mm wide
2 x	 200	 mm wide	 5 x	 200 mm wide

Order no.	 Pieces			   Weight kg
214140	 10			   10,2
214145	 20 (Standard)		  20,0 
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Decontamination cabin 150

Cabin for one person with additional basin for 
pre-decontamination.

Dimensions: 
350 x 180 x 250 cm

Order no.				    Weight kg
270751		  50

AIR   HEL   ERT 
WWW AIRSHE TER COM

®

Decontamination showers

Features:
• Erected in seconds due to normal commercial breathing 
	 air cylinder or an electric Blower
• The cabin is ready for use immediately
• Clearly marked entrance (green) and exit (red)
• In order to provide and outstanding service life and 
	 optimum stability, only the best materials have been 
	 used
• Built-in shower strip with nine spray nozzles, 
	 Stopcocks and Geka connections

Scope of delivery:
1 x Inflatable support frame
1 x Groundsheet with outlet
1 x Shower curtain
1 x Shower strip with nine spray nozzles per cabin
1 x Pack sack
1 x Set of rigging materials

Decontamination cabin 100

Cabin for one person

Dimensions: 
180 x 180 x 250 cm 

Order no.				    Weight kg
270750		  45

Quality since 1903 www.doenges-rs.de
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2

3

1  Decontamination cabin 200

Cabin for one or two persons
Ideal for NBC carriers.

Dimensions: 
250 x 250 x 270 cm

Order no.				    Weight kg
270752		  50

Decontamination cabin 300

Like cabin 200 but with additional basin for pre-decon-
tamination. Ideal for NBC carriers

Dimensions: 
450 x 250 x 270 cm

Order no.				    Weight kg
270753		  55

2  Decontamination cabin 400

With two integrated shower strips.
Cabin for decontaminating persons who are 
lying down. Can be used for mass deconta-
mination or as a pass-through support tasks. 
The first shower strip is operated with 
decontamination solution, and the second is 
used for rinsing.

Dimensions: 
450 x 250 x 270 cm 

Order no.				    Weight kg
270754		  65

3  Decontamination cabin 420

Double cabin with two separate entrances and exits. 
Two people can be decontaminated at once. 

Dimensions: 
450 x 250 x 270 cm

Order no.				    Weight kg
270755		  65

Decontamination cabin 450

Like cabin 420 but with additional basin for pre-decon-
tamination.

Dimensions:
450 x 450 x 270 cm

Order no.				    Weight kg
270756		  70

+49 (0) 21 91 / 56 26 - 112
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Hazmat shower

Light and compact to transport, yet still ready for use in 
an instant. Specially for decontaminating NBC carriers. 
Decontamination can be carried out without the need 
for additional personnel.
All stainless steel. 
The shower frame has 9 nozzles for distributing the 
decontamination solution in the best possible way.

Technical data:
Stopcock:	 Integrated.
Flow rate:	 36 l/min
Erection time:	 15 s
Dimensions:	 114 x 64 x 210 cm
Packed:	 114 x 20.5 x 39 cm

Order no.				    Weight kg
270757		  22

Decon Circle II

Simple solution for decontaminating emergency service 
personnel. Compact and simple to use. The octagonal 
spray ring provides optimum distribution all round.
 
Technical data:
Stopcock:	 Integrated.
Flow rate:	 30 l/min
Dimensions:	 Diameter 100 cm
Packed:	 120 x 60 x 5 cm

Order no.				    Weight kg
270758		  3,8

Quality since 1903 www.doenges-rs.de
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A suitable compressed 
air cylinder can be 
found on page 316

1

2

3

Inflatable 
decontamination basins

Quickly erected basin for collecting contaminated fluid 
or for use with the Decon Circle or the Hazmat Shower.
Ready for use within no more than 30 seconds. Can be 
erected using compressed air cylinders or an electric 
blower.
The inner tray can be replaced separately.

Basin 150

Technical data: 
Capacity:	 400 l
Dimensions:	 150 x 150 x 25 cm
Packing size:	 75 x 40 x 10 cm

Basin 250

Technical data: 
Capacity:	 1100 l
Dimensions:	 250 x 250 x 25 cm
Packing size:	 110 x 70 x 10 cm

Basin 500

Technical data: 
Capacity:	 2800 l
Dimensions:	 300 x 500 x 25 cm
Packing size:	 150 x 100 x 40 cm

	 Order no.	 Item			   Weight kg

1 	 270770	 Basin 150		  10

2 	 270771	 Basin 250		  15

3 	 270772	 Basin 500		  32

Compressed air inflation kit

Needed if a decontamination cabin or pressure tent is 
being erected using compressed air cylinders.

Set 1 
Has one connection for the pressure reducer and two 
outlets as inflation connections. Needed for inflating 
tents.

Set 2 
Has one connection for the pressure reducer and one 
outlet as an inflation connection. Needed for inflating 
decontamination cabins or basins.

Scope of delivery:
1 x	 Pressure reducer 300 bar
1 x	 Connecting nipple outlet for quick-release com-
		  pressed air connection
1 x	 Compressed air hose with quick-release couplings	
		  at both ends

Order no.	 Version		  Weight g
270713	 Set 1			   1500
270714	 Set 2			   1500

+49 (0) 21 91 / 56 26 - 112
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Sewage water pump Waste pump

Submergible pump with level switch for pumping the 
contaminated liquid out of decontamination trays and 
shower cabins.
The entire box is placed in the collection basin.

Features:
•	Fully automatic operation
•	Liquid switch
•	Dry running protection

Technical data:
Delivery capacity:	 5400 l/h
Dimensions:	 40 x 30 x 34 cm
Motor output:	 0.25 kW
Connections:	 Geka connections

Inducer mixer

Mixer for automatic metering of decontamination mate-
rial or disinfectant. Adjustable mixing rate with meter-
ing scale in %. The metering adapts itself to the flow 
rate. The concentration of the solution always remains 
constant.

Features:
•	Setting range 0.2 – 1.6 %
•	Flow rate 10 l/h min, max. 2500 l/h
•	Operating pressure 0.3 – 6 bar
•	Built-in filter (300 microns)

Order no.				    Weight kg
270783		  1,6

Order no.				    Weight kg
270784		  4,1

Pressurised water pump 
Hydrophore pump

For supplying a decontamination station with water
if the water supply is unpressurised 
(e.g. when taking water from a water tank).

Technical data:
Water pressure:	 2.5 – 5 bar
Delivery capacity:	 3500 l/h
Dimensions:	 62 x 55 x 32 cm
Motor output:	 0.8 kW
Connections:	 Geka connections

Order no.				    Weight kg
270780		  34

Quality since 1903 www.doenges-rs.de
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Instantaneous water heater Hotbox 
200

Powerful instantaneous water heater for generating 
warm water at the decontamination station. Warm 
water immediately after start-up, no waiting time. Fuel 
supply directly from the canister, no built-in tank re-
quired. Can supply up to four decontamination cabins at 
the same time.
A stainless steel chimney can be fitted to remove the 
exhaust gas.

Features:
•	Can be used immediately
•	Stainless steel boiler.
•	Automatic temperature control
•	Four warm water outlets with separate stopcocks
•	Running gear with wheels and handles

Technical data:
Fuel:	 diesel or heating oil 
Max. consumption:	 7.8 l/h 
Flow rate:	 4200 l/h
Temperature range:	20 – 70° C
Dimensions:	 62.5 x 66 x 96.5 cm
Connections:	 Geka connections

The hotbox can also be 
supplied directly with an 
inducer on request!

Order no.	 Item			   Weight kg
270781	 Hotbox			   80
270782	 Chimney for Hotbox		  2

Folding container Fluidbag 500

Folding container for liquids.
The container consists of a robust outer sleeve with 
loading loops and a replaceable inner sleeve made from 
PE. The outer sleeve can therefore be used several 
times. Only the inner sleeve has to be replaced after 
use.

Technical data:
Capacity:	 500 l
Dimensions:	 85 x 85 x 70 cm
Folded:	 85 x 85 x 15 cm

Order no.	 Item			   Weight kg
270785	 Container, complete		  4
270786	 Inner sleeve, individual		  1
270787	 Storz-C drain valve		  1
270788	 Geka drain valve		  1

+49 (0) 21 91 / 56 26 - 112
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We are extremely proud of our inno-
vative NLS spray extinguishing sys-
tem, which operates with an extreme-
ly fine water spray
You will also find products to do with 
extinguishing accessories, hose 
accessories and coupling and hydrant 
spanners in this chapter.

Complete set	 358-360
Special hammer	 360 

Fire lances	 361
Three-way distributor	 361

Portable fire extinguishing 
spray	 362

Bucket pump	 362
Forest fire beater	 363

Smoke detector	 364 Test spray	 364

Fire blanket	 363 Container	 363

Hydrant spanner	 365
Coupling spanner	 365-366

Shaft hook	 366
Hose holder	 367

Made from wood	 368
Made from aluminium	 368

Made from rubber	 368
Crocodile	 369

Mist extinguishing 
system NLS

Extinguisher

Smoke detector

Fire blanket

Key

Hose bridges

+49 (0) 21 91 / 56 26 - 112
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Mist extinguishing system NLS

1

1. Faster extinguishing
These new technologies can be used in fire fighting 
to quickly deploy several special extinguishing 
lances and therefore quickly achieve the required 
extinguishing result. 
Since neither doors nor windows need to be 
opened or the roof broken into in this type of fire 
fighting, the undesirable ingress of oxygen is 
avoided, which would only increase the intensity of 
the fire.
The fire is extinguished efficiently, since the 
atomised spray is sprayed into the hottest part of 
the fire. 
The finely distributed droplets cause the water to 
evaporate almost completely. The greater the 
amount of water that evaporates, the quicker the 
fire can be put out.

2. Additional safety
Since this type of fire fighting avoids the introduc-
tion of additional oxygen, the risk of the fire 
spreading to the entire building is low. The risk of 
flashover is significantly lower.
However, if a flashover or explosion occurs inside 
the building, the risk of injury to personnel is 
easier to assess using this technology, because 
there is always a wall or roof between the person-
nel and the fire.

3. Less water damage
Since extinguishing takes place in the hottest part 
of the fire, almost all of the water evaporates. 
Each extinguishing lance consumes just 70 litres of 
water per minute with a pressure of 6 bar. The 
combination of rapid extinguishing success and 
low water consumption reduces the amount of 
water damage considerably.

2

Made in Sweden

Extinguishing with 
cooling water spray...

Creates resistance lines

Cools conflagration gasses 
during use and before
ventilating takes place

Combats concealed 
fires

An information video can 
be found on the Internet at 
www.doenges-rs.de!

Quality since 1903 www.doenges-rs.de358
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Wide angle model

5 m

2 m

The wide angle model 
generates a large curtain 
and is therefore extremely 
suitable for large-area fire 
source wetting.

Two fine nozzle rings that are 
exactly opposite each other 
provide extremely powerful 
atomisation.

Attack model

8 m

3 m

The attack model sends the 
spray much further, and is 
therefore better for accurate 
extinguishing when the location 
of the fire source is known.

The nozzles point forwards 
so that a long-range spray 
jet is produced.

1 2

Fire in converted loft

If the fire has to be fought on the roof, several lances 
must be used. 
The attack model is screwed to the lower edge of the 
roof using a hammer drill and is directed upwards, 
against the fire.
The fire can also be fought from the gables of the 
building. 

Fire in false ceiling

The fire is fought from above and below. You therefore 
reach all concealed fire pockets in the cavities
in the ceiling structure.
Just spray water into the small cavities for just 
3-4 seconds with interval extinguishing.

Aircraft/vehicles/containers

When large passenger aircraft are being evacuated 
there is a risk that extinguishing cannot take place via 
the escape routes.
Fires in lorries, containers, paper containers etc. 
can also be extinguished safely.

+49 (0) 21 91 / 56 26 - 112
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Complete set Firebox® DIN 14880-1

Basic equipment for the majority of operations. 

Consisting of:
1 x	 Attack extinguishing lance
2 x	 Wide angle extinguishing lance
1 x	 Special hammer
1 x	 Three-way distributor
1 x	 Firebox® size 1 (600 x 400 x 220 mm) with 
		  special insert made from waterproof wood and 
		  enough room for three D-hoses

Order no.				    Weight kg
218606				    15

Special hammer

Heavy hammer for making an opening for extinguishing 
lances in doors, steel tanks, roller shutters, roofing tiles 
etc.
Made from stainless steel, solid welded-on impact 
tip, rubber-coated non-slip handle, hand loop.

Order no.		  Length mm		  Weight kg
218635		  480		  2,75

Supplied 
without hoses

Quality since 1903 www.doenges-rs.de360
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Wide angle and attack extinguishing 
lances

Storz 25 DS claw coupling and ball taps, all other parts 
made from stainless steel.
Maximum operating pressure:  20 bar
Water consumption 70 l/min

	 Order no.	 Item		  Length mm	 Weight kg

1 	 218615	 Wide angle 
		  extinguishing lance	 550	 1,2

2 	 218610	 Attack extinguishing lance	 550	 1,2

Three-way distributor

Three lances can be operated simultaneously via the 
distributor. Three Storz 25 DS couplings act as outlets. 
A C-type fixed coupling is fitted as an inlet as standard.

Order no.				    Weight kg
218640				    1,9

1

2

1

2
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Bucket pump DIN 14405 A10

Hot galvanised bucket, painted red, 10 l capacity. 
with 5 m D-hose and couplings, 
Full jet pipe DK.

Order no.		 Dimensions mm		  Weight g
210860		  680 x 220		  8300

Portable fire extinguishing spray

Plastic water tank with capacity of 21.5 litres, 
screw cap and air valve for spillage-free transportation.
The double-acting manual hose pump delivers 
1 litre per 10 strokes and is equipped with an adjustable 
spray jet nozzle.
The canister can be comfortably carried as a 
backpack  with two carrying straps and an 
abdominal belt. Vertical range approx. 7 m, 
horizontal approx. 12 m. 

Order no.			                                     Weight g
210850				                  2000

Quality since 1903 www.doenges-rs.de362
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1

2

1

2

3

Fire blanket container

Made from sheet steel, painted red (RAL 3000) with 
“Extinguishing blanket” sticker and symbol.

LDB-1
Blanket is removed from below, lid held with small 
leather straps.

		  Order no.	 Dimensions H x W x D mm			  Weight g

1 	 218824		  400 x 300 x 125			   3000

LDB-2
Hinges forwards, fire blanket is ready for removal in the 
tilted-down part.

		  Order no.	 Dimensions H x W x D mm			  Weight g

2 	 210826		  320 x 200 x 300			   4400

LDB-3
With rotary handle, tilts forward

		  Order no.	 Dimensions H x W x D mm			  Weight g

3 	 210828		  310 x 310 x 150			   1800

Fire blanket 
 
Made from textured glass fabric, for extinguishing 
cooking oil in large kitchens, canteens, households etc. 
Supplied in protective sleeve. With two tabs, 
size 1600 x 1800 mm, asbestos-free.

Order no.				    Weight g
210822				    1200

Forest fire beater

With 10 fans, each 50 mm wide, 330 mm long, made 
from spring steel, head made from galvanised sheet 
steel.
ATTENTION: Handle must be ordered separately !

Type A: with normal handle socket.

	 Order no.	 Model			   Weight g

1 	 210810	 Normal catch		  1200

	 210820		 Wooden handle 2 m x 28 mm Ø	 500

Type B: With quick-release catch via wing screw.

	 Order no.	 Model			   Weight g

2 	 210812	 Quick release catch		  1300

	 210820		 Wooden handle 2 m x 28 mm Ø	 500

+49 (0) 21 91 / 56 26 - 112
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Original size

The risk of fire must never be underestimated
About 600 people die in Germany every year in fires, 
the majority thereof in private households. However, 
unlike popular opinion, the cause of the 200,000 fires 
or so per annum is not just negligence: technical 
defects often start fires that can turn into disasters if 
appropriate action is not taken. 

The majority of fire victims dies by suffocation
The majority of people who die in fires do not fall into 
the flames, but fall victim to the poisonous smoke 
gasses that occur during the smouldering phase. 
95% of people who die in fires die of the conse-
quences of smoke poisoning caused by the odourless 
gasses carbon monoxide and carbon dioxide - even 
just a few lungfuls of carbon monoxide are fatal. 

This can happen to anyone
The majority of fire victims (70%) die during the 
night within their own four falls. During the day the 
fire can usually be discovered and put out quickly, 
but at night the sense of smell is also dormant, 
meaning that the victims are surprised in their sleep 
and do not notice the dangerous conflagration gas-
ses.

Smoke detectors save lives
The RMO-112N provides advance warning of the 
danger before deadly conflagration gas concentra-
tions have formed. The loud alarm warns you of the 
risk of fire in plenty of time even when you are 
asleep, giving you the advance warning that you 
need to get your family out of harm's way.

Smoke detector test spray 

Inflammable test aerosol for ionisation smoke detectors 
and visual smoke detectors: 
 
Features:
•	250 ml bottle 
•	If it is ignited, the product breaks down into carbon
	 dioxide 
•	Residue formation: clean, non-greasy, quickly
	 evaporates 
•	Pressure: 20°C ~6 bar (~ 87 psig); 50°C ~11 bar 
	 (~159 psig) 
•	Product density: 20°C, 1.02 g/ml (63.67 lb/ft3) 
•	Flash point of liquid 12°C  
•	Vapour density (air = 1) greater than 1 
•	Solubility: partially soluble in water 
•	Flammability: inflammable/not self igniting

Order no.				    Weight g
218710				    140

Photoelectric smoke alarms 
RMO-112N

The RMO-112N photoelectric smoke detector in accord-
ance with the new EN standard 14604:2005 is the ne 
plus ultra with regard to price/performance ratio.
Its identically designed predecessor (with different 
instructions) was adjudged to be the second best 
device of its kind in issue 11/2002 of "Stif-
tung Warentest" (magazine published by Ger-
many's leading consumer safety group), and 
therefore left the majority of considerably 
more expensive makes in its wake.

Features:
•	VDS tested
•	5 year guarantee
•	Photoelectric system
•	Incl. 9 V compound battery
•	With neutral presentation and cardboard 
	 packaging in a neutral colour
•	Structured, easy-to-understand operating in-
	 structions, with installation site recommendations
•	108 mm Ø, 32 mm high
•	Incl. mounting kit
•	Production in accordance with ISO 9002

Order no.				    Weight g
218701				    140

Quality since 1903 www.doenges-rs.de364
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1

2

Coupling spanner DIN 14822 steel

Made from steel, galvanised surfaces, with black insu-
lated handles.

	 Order no.	 Model 			   Weight g
	 212240	 BC			   300
	 212245	 ABC			   8002
1

Coupling spanner DIN 14822  
Annealed cast iron

Made from annealed cast iron, painted red

	 Order no.	 Model 			   Weight g
	 212246	 BC			   400
	 212247	 ABC			   8002
1

1

2

Hydrant spanner DIN 3223 

DIN 3223-A: 
For surface hydrants, made from malleable cast iron, 
painted red.

Order no.		  Length mm		  Weight g
212210		  420		  1200

DIN 3223-B: 
For surface hydrants, made from malleable cast iron, 
painted red.

Order no.		  Length mm		  Weight g
212215		  610		  2200

DIN 3223-C: 
For surface hydrants, made from steel, painted black.

DIN 3223-W: 
For Württemberg underground hydrants (deeper than 
normal hydrants), made from steel, painted black.

Order no.	 Model	 Length mm		  Weight g
212220	 C	 1100		  6000
212225	 W	 1970		  9000

+49 (0) 21 91 / 56 26 - 112
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Coupling spanner, non-sparking

Made from special bronze, similar to DIN 14822, fine 
sandblasted surface, with black insulated handle.
For use in potentially explosive areas.

Order no.	 Model 			   Weight g
285001	  BC			   300

Sickle spanner DN

Made from stainless steel, for acid coupling in acc. with 
DIN 11851.

Order no.	 Size			   Weight g
212250	 DN25-DN40		  200
212255	 DN50-DN100		  300

Manhole hooks with chain

(Pair) made from steel, with galvanized chain.

Order no.				    Weight g
212280				     480

Manhole cover lifter with handle

For heavy manhole covers. Steel, painted black.

Order no.		  Length mm		  Weight g
218075		  470		  1200

Quality since 1903 www.doenges-rs.de366
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Manhole hammer

Special hammer for levering open or opening manhole 
covers and hydrants. The special shape and sturdy 
design make it easy to open even the stiffest of man-
hole covers

Order no.		  Length mm		  Weight g
218078		  320		  500

Hose carrying belt

Electro-galvanised fittings, wear-resistant belt made 
from synthetic materials, continuously adjustable for 
any hose size.

Order no.		  Length mm		  Weight g
212690		  800		  240

Belt hose holder DIN 14828

Hot galvanised fittings, belt made from brand name 
polyamide.

Order no.		  Length mm		  Weight g
212680		  350		  600

Rope hose holder DIN 14828

Made from polyester, with spiral plaiting, wooden toggle 
at one end, eye splice at other end.

Order no.		  Ø mm 	 Length m	 Weight g
212670		  10	 1,6	 190

+49 (0) 21 91 / 56 26 - 112
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Wooden hose bridge DIN 14820

For two B pressure hoses or two C pressure hoses, 
made from spruce, painted red, with white out-of-line 
ends.

The belts, made from UV stabilised polypropylene, are 
permanently stitched and secured with stainless rivets 
and galvanised steel plates.

Order no.		 Length x Width mm		  Weight kg
211710		  935 x 700		  11,5

Rubber hose bridge

Safety hose bridge with interlocking connecting parts 
that also serve as handles. Can be adapted to uneven 
surfaces. 
With reflective stripes.

For two B pressure hoses or two C pressure 
hoses

Order no.		 Length x Width mm		  Weight kg
211711		  860 x 300		  13,0

For two A hoses

Order no.		 Length x Width mm		  Weight kg
211712		  1000 x 300		  20,9

Aluminium hose bridge DIN 14820

Light, handy hose bridge with tremendous load-bearing 
capacity.
The bridges are prevented from moving sideways 
by rubber profiles.
For an additional charge they can be supplied 
with an axial securing mechanism and 
a handle recess (model AS).

Features:
•	Weather resistant
•	Maintenance free
•	Non-slip surface

Order no.	 For hoses	 Length x Width mm	Model	 Weight kg
211713	 2xB, 2xC, 2xD	 745 x 700	 AS	 22,5
211714	 2xB, 2xC, 2xD	 745 x 700	 normal	 22,5
211715	 1xA, 2xB, 2xC, 2xD	 860 x 600	 AS	 23,5
211716	 1xA, 2xB, 2xC, 2xD	 860 x 600	 normal	 23,5

Quality since 1903 www.doenges-rs.de368

Ex
ti

ng
ui

sh
in

g 
eq

ui
pm

en
t

8 Extinguishing equipment

368

Hose bridges



The crocodile only takes up 
about half as much room in the 
vehicle as conventional bridges

One person can carry up to 
four hose bridges on their own.

Hose bridge Crocodile

The Crocodile hose bridge is extremely robust and 
durable. The knobs that are fitted as standard prevent 
the hose bridges from falling apart when they are 
assembled.
The all-rubber folding hose bridges are assembled 
in seconds.
The axle of the hose bridge is screwed to a 
rust-proof wire cable and therefore remains flexible, 
even if the ground is uneven.

Features:
•	Made from black rubber
•	Crosspieces prevent slipping
•	Reflective strips on sides
•	Tested with loads of up to 40 t
•	Made in Switzerland

Technical data:	 Type B	 Type A
Laid-out length: 	 890 mm	 1,200 mm
Folded length:	 455 mm	 620 mm
Wide ramp:	 300 mm	 300 mm
Width including knobs:	 368 mm	 368 mm
Height lying flat: 	 95 mm	 132.5 mm

Order no.	 Model	 For hoses		  Weight kg
211717	 B	 2 x B		  11,5
211718	 A	 2 x A		  20,0

Advantages compared to
conventional bridges:
•	Handling during assembly and dismantling is 	
	 extremely ergonomic for the carrier because of the 
	 folding hose bridge and the carrying handle
•	Two hose bridges can be carried by one person in 
	 one hand
•	Space-saving storage in the depot or on the 
	 fire engine thanks to the folding principle
•	Compatible with other normal commercial rubber
	 hose bridges
•	The reflecting strips increase visibility at night and 
	 during the day
•	Protection from slipping, particularly on loose 
	 surfaces, has been increased by fitting crosspieces
	 at the bottom.

Usage options:
As a hose bridge by fire brigades, industry and event 
organisers. As a conduit for electric cables and power 
cables.

+49 (0) 21 91 / 56 26 - 112
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A
Abseiling spider	 275
Accident cover	 279
Accommodation tent	 315
Adapter cable	 214
Adhesive                 
	 fabric tape	 189
	 tape	 189
	 tape dispenser	 189
Adult ventilation bag	 246
AED		  259-260
Air
	 bulb masks	 248
	 distributor	 320
	 hose	 317, 320
Airbag securing system	 170
Airshelter	 306-312
Alkaline battery	 192
All-purpose expansion plug	 186
All-rubber
	 cable reels	 201-205
	 distributor	 208-210
	 drive-over ramp	 178
Aluminium
	 basket	 136
	 box	 129, 133-136
	 hose bridge	 370
	 partition wall set	 131
Ambulance blanket	 278
Angle grinders	 155
Angular plug	 218
Army canister	 182
Ashlar fork	 116
Attaché insert	 130
Automatic glass punch	 29, 168
Automatic knife	 18
Axe		  84, 87-88, 112

B
Backboard	 264-265, 267
Bag		  34, 71, 75
	 for knife	 23
Ballast tank	 307, 313
Basin		 175, 184, 353, 355
Basket	 136
Basket stretcher	 274-275
Battery	 192
Beaker	 326
Beer tent set	 332
Bell		  95-96
Belt		  70, 73
	 bag	 34
	 cutter	 25-27, 168
	 hose holder	 367
	 knife	 25-27, 168
	 system	 266
Bench	 332
Binding
	 rope	 181
	 wire	 188
Bit box	 150
Bitting gauge	 100

Blacksmith‘s chisel	 80
Blanket	 278, 331
	 bag	 331
	 set	 169
Blood pressure measuring device	 294
Blower	 307, 317
Bolt cutters	 103, 112
Boots	 61
Boston splint	 270
Bow saw	 108
Box		  122-124
Breathing
	 air cylinder	 77
	 protection holster	 73-74
	 protection mask	 54
Broom head	 117
Brooms	 117-118
Bucket	 183
Bucket pump	 362
Bung wrench	 106
Buster tool	 85

C
Cable	 216
	 hoist	 173-174
	 reel	 201-205
	 ties	 188
Calibration unit	 342
Camp bed	 330
	 packing sack	 331
Camping stove	 327
Canisters	 182, 329
Canvas bucket	 183
Cap knife	 25
Capnograph	 258
Care equipment trailer	 336
Car first aid kit	 294
Carpenter‘s crowbar	 92
Carrying
	 belt	 367
	 chair	 271
	 cloth	 276-277
	 rope	 72
Case		 125-128
CEE plug-in device	 219
Ceiling hooks	 109-110
Cervical support	 263
Chair		 332
Chalk
	 gravity marker	 76
	 marking spray	 243
Channel support	 179
Charger	 193
Chemical protection 	
	 gloves	 60
	 overall	 62-64
ChemLights	 236-240
Child respiration bag	 247
Child‘s cuff	 294
Chimney tool box	 142
Chisel hand guard	 82
Chisel mallet	 153-154

Chisel SDS-max	 154
Circular sling	 175
Clamping device	 96
Claw hammer	 83
Cleaning cloth	 348
Clearing 	
	 shovel	 349
	 trough	 175, 184
Clipboard	 302-303
Clip lifter	 107
Clothes hanger	 68-69
Clothing 
	 bag	 75
	 scissors	 292
Club hammer	 81
Coffee 
	 container	 328
	 cup	 326
Cold light laryngoscope	 252-253
Collection basin	 355
Combination 
	 pliers	 101
	 spanner	 105
Company first aid box	 295
Compass	 76
Composite clamp	 188
Compressed air tent	 308-312
Connecting 
	 cable	 215
	 socket	 218-219
	 tarpaulin	 307, 313
Construction 
	 strut	 179
	 wrench	 100
Consumables box	 145
Continuous heater	 355
Cooker	 327
Cooking
	 crockery	 325
	 pot	 327
	 spoon	 324
Copper hammer	 81
Cordoning
	 chain	 243
	 equipment set	 241
	 post	 106
	 tape	 243
Corner pipe clamp	 102
Corpse 
	 blanket	 279
	 cover	 279
Coupling spanner	 365-366
Cover lifter	 366
Cramp iron	 188
Crockery	 323-325
Crocodile	 369
Cross-cut saw	 108
Crowbar	 92
Cruiser Mate	 302
Cups		 326
Cutlery	 324
Cutter	 161-162
Cutting disks	 155

Quality since 1903 www.doenges-rs.de370
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Cutting torch	 163
Cylinder binding belt	 349

D
Decontamination
	 basin	 353-355
	 circle	 352
	 mixer	 354
	 pump	 354
	 shower	 350-352
Decorative hatchet	 16
Defibrillator	 259-260
Delta box	 206-207
Demolition hammer	 153-154
Diagonal cutting 
	 lead sealing pliers	 101
	 nippers	 101
Diamond cutting disk	 156
Digging shovel	 114
Disaster bag	 288
Discharge	 182
Display tray	 326
Disposable
	 carry blanket	 277
	 glove	 60
	 patient blanket	 278
	 protective clothing	 62
Distance meter	 160
Distributors	 206-210
Diver‘s lamp	 42-45
Door ram	 94
Double
	 canisters	 182
	 chamber hose	 345
	 head stethoscope	 294
	 open ended spanner	 105
	 ring spanner	 105
Dowels	 186-187
Drinking water canister	 329
Drinks container	 328
Drive-over 
	 plank	 178
	 ramp	 178
Driver‘s logbook	 300, 301
Dry 
	 box	 122
	 wall screws	 186
Dung hoe	 116

E
Ear plugs	 53
Earthing
	 lead	 225
	 Espike	 225
Easy-Zip-It	 291
Eating 
	 crockery	 323
	 cutlery	 324
Eco Boom	 345
Edge
	 protector	 175
	 rider	 175

Elaston broom head	 117
Electric 
	 heating fan	 318
	 tool box	 141
Emergency 
	 hammer	 27, 168
	 pump set	 344
	 rucksack	 282-286, 297-299
Endotracheal tube	 254
Engineer‘s hammer	 80
Environmental damage box	 146
Equipment 
	 trailer	 335-337
	 vehicle	 335
Euro box	 129
Exhaust hose	 225
Expansion plug	 186
	 cable	 212-214
Externally mounted equipment plug	 217-219
Extinguishing
	 blanket	 363
	 blanket container	 363
	 lances	 361
Eyewash bottle	 292

F
Fan filter suit	 64
Feeding line	 215
Fibre glass
	 axe	 112
	 bolt cutters	 112
	 ceiling hooks	 110-111
	 fire rake	 113
	 ripping hook	 111
Field rescue equipment	 285-286
Film		  348
Filter		 65
Filtering shovel	 349
Finger sensor	 257
Fire
	 beater	 363
	 blanket	 363
	 bucket	 183
	 detector	 364
	 Portable fire extinguishing spray	 362
	 rake	 113
	 box	 133-136
Fire Brigade
	 axe	 87-88
	 chrome plated hatchet	 16
	 floodlight	 194-196
	 halogen floodlight	 194-196
	 hatchet	 16
	 karabiner	 72
	 knife	 17-20
	 rope	 71
	 rope bag	 71
	 Rucksack	 75
	 safety belt	 70
	 spades	 115
Fire Brigade 
	 suction pump	 342-343

Fire Brigade
	 vacuum	 343
	 warning device bag	 76
FireStay support	 180
First Aid 
	 bag	 289
	 box	 294-296
	 kit	 294-296
	 scissors	 292
Fix-o-mat	 118, 119
Flag		  233
Flare set	 241
Flashing light	 230
Flat 
	 chisel	 82
	 sack	 184
Floodlight	 194-196
Fluid bag	 355
Folding
	 container	 355
	 direction board	 231
	 signal	 231-232
	 traffic cone	 229-230
	 chair	 332
	 spade	 115
Food 
	 container	 328
	 storage box	 326
Foot-operated suction pump	 255
Force rescue equipment	 85
Forest 
	 fire beater	 363
	 worker kit	 53
Frame tent	 315
Funnel	 183

G
Gable connector	 15
Gas
	 cooker	 327
	 cylinder	 316
	 heating fan	 318
Gedore tool assortment	 147
Generator	 220-224
Glass
	 lifter	 167
	 management set	 167
	 master	 166-167
	 master pocket rescue tool	 17
	 punch	 29, 168
	 saw	 166-167
Goggles	 54
Gojak	 164
Gravity knife	 18
Greifzug	 173-174
Grinding disk	 155
Ground-level hydrant wrenches	 365
Guedel tubes	 254
Gully cover	 346-347
	 cover lifter	 366
	 stop	 347
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Table of contentsH-M

H
Halogen floodlight	 194-195
Hammer
	 club hammer	 81
	 copper	 81
	 drill	 151-154
	 drill accessory kit	 152
	 emergency	 168
	 engineer‘s	 80
	 for NLS	 360
	 manhole cover	 83, 367
	 roofing	 80
	 rubber	 81
	 sledge	 80
	 wood	 81
Handheld
	 floodlight	 51-52
	 glove	 55-60
	 glove clip	 58
	 guard for chisel	 82
	 hatchet	 83
	 lamp	 31-33, 38-47, 51-52
	 saw	 108
	 suction pump	 255
	 tape dispenser	 189
HangAir	 68
Hatchet	 16, 83-84
	 decorative	 16
	 fire Brigade	 16
	 protective bag	 16
Hay fork	 116
Headlamp	 48-50
Head support	 267
Heater	 318-321
Heating unit	 321
Helmet 
	 holder	 35-37
	 lamp	 31-33, 48-50
Hemp	 347
	 rope	 181
Hexagon 
	 nuts	 187
	 wood screws	 186
HID floodlight	 196
High altitude rescue rucksack	 287
High voltage cable	 212-214
HMS karabiner	 72
Hoe		  116
Hoist		 173-174
Hoisting strap	 175
Holder for cordoning tape	 242
Holstein sand shovel	 114
Holster	 34, 73-74
	 for knife	 23
	 reel-in	 23
Hooligan tool	 90-92
	 kit	 94
Hose
	 bridge	 368-369
	 carrying belt	 367
	 holder	 367
Hotbox	 355
HQI floodlight	 196

Hydrant spanner	 365
Hydrophore pump	 354
Hygiene module	 329

I
Identification vest	 235
Inducer	 354
Inflatable tents	 306
Information sign for AEDs	 261
Infusion tripod	 272
Inner pocket	 290
Inspection lamp	 40
Intubation bag	 253
Iron wire	 188

J
Jig saw	 157-159
Joist hanger	 187

K
Kangaroo bag	 288
Karabiner	 72
Kelly tool	 91
Kitchen hatchet	 83
Knife
	 automatic	 18
	 bags	 24
	 belt	 25-27, 168
	 cap	 25
	 chain	 24
	 Fire brigade	 17-20
	 glass master	 17
	 holster	 23
	 PRT	 17
	 RT-I	 18
	 RT-III	 20
	 sheath	 23
	 spiral cable	 24
Kuhfuss	 92

L
Ladder	 165
Ladle		 327
Lamp tripod	 197-198
Laryngoscope	 252-253
Larynx mask	 254
Laser distance meter	 160
Lead sealing pliers	 101
Leak stop	 347
Leaning ladder	 165
Life hammer	 168
LightShapes®	 239
Light stick	 236-240
Lithium battery	 192
Loadout case	 126-128
Lock 
	 picking tool box	 97, 143
	 picks	 94
	 set	 131

Low voltage generator	 220-224

M
Magnetic clamp	 225
Manhole
	 brace	 179
	 cover	 346-347
	 Cover hammer	 83, 367
Manoeuvring aid	 164
Marking 	
	 chalk	 76
	 spray	 243
Marquee set	 332
Marshalling stick	 240
Matador	 101
Matches	 241
Mazzoni	 347
McLeod tool	 113
Medical
	 box	 294-296
	 Rucksack	 282-286, 297-299
	 Trailer	 335
Megaphone	 332
Metal 
	 bow saw	 107
	 box	 148
	 profile cylinder lock	 100
	 vapour discharge lamp	 196
Mist extinguishing system	 358
Mixer		 354
	 hooligan tool	 93
	 organizer	 301
	 pocket	 74
	 tool	 21-22
Multifunction
	 axe	 84-85
	 hatchet	 84
	 hooligan tool	 90
	 spanner	 100
Multipurpose 
	 bucket	 183
	 cable	 165
	 hoist	 173-174

	 rope	 71

N
Nails		 186
Neck brace	 263
NiMH battery	 193
Non-sparking tools
	 bung wrench	 106
	 chisel	 82
	 club hammer	 81
	 corner pipe clamp	 102
	 coupling spanner	 366
	 engineer‘s hammer	 80
	 pickaxe	 116
	 screwdriver	 107
	 slip joint pliers	 102
	 spades	 115
	 square point shovel	 114
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Non-sparking tools
	 stillson pipe clamp	 102
	 tool set	 147
Nupla-
	 axe	 112
	 bolt cutters	 112
	 ceiling hooks	 110-111
	 fire rake	 113
	 ripping hook	 111
Nurse‘s stethoscope	 294
Nut box	 104
Nuts		 187

O
Oil
	 binding cloth	 348
	 block	 345
	 heating fan	 319-321
One-man door ram	 94
Open end spanner	 105
Opening tool	 95-99, 143
Operations
	 head of operations bag	 75
	 bag	 288
	 vest	 235
Overall	 62-63
Oxygen
	 box	 129
	 box (MANV)	 251
	 cylinder	 77, 249
	 reservoir	 247
	 supply bag	 249

P
Panel saw	 108
Parallel vice	 101
Partition	 130-131, 313-315
Passenger airbag safety catch	 171
Patient blanket	 278
PAX		  280-290
PEEP valve	 247
PE flat sack	 184
Percussive Rescue Tool	 93
Perforated
	 bracket	 187
	 plate	 187
Personnel Marker Light	 240
Petrol canister	 182
Piassava broom head	 117
Pick		  116
Pickaxe	 116
Pick set	 94
Pieces of wood	 176
Piercing saw	 108
Pillow	 278
Pinching bar	 92
Pin punch	 82
Pioneer shovel	 114
Pipe clamp	 102
Pitchfork	 116
Plank		 177-178

Plasma cutter	 161-162
Plastic fuel canister	 182
Plastic shovel	 115
Plate		 323
Platform	 164
Pliers
	 combination	 101
	 corner pipe	 102
	 pipe	 102
	 slip joint	 102
Plug		  219
Pneumatic tent	 308-312
Pocket 
	 clip	 34
	 knife	 24
	 rescue knife	 17-20
	 rescue tool	 17
Polyamide rope	 181
Polyethylene film	 346
Portable 
	 forest fire spray	 362
	 spray	 362
	 workshop lamp	 52
Post wrench	 106
Power 
	 distributor	 206-210
	 socket strip	 207
PP shovel	 115
Practice dummy	 333
Press-in dowel	 187
Pressure
	 compressed air filling kit	 316, 353
	 reducer	 250
	 tents	 308-312
Pressurised gas cylinder	 316
Presswater pump	 354
Protective bag for axe	 88
PRT 
	 kit	 93
	 tool	 17
Pry axe	 84
Prying tool	 84
PTFE sealing tape	 347
Pulaski axe	 112
Pull clamp	 188
Pulling device	 96
Pull-in sock	 61
Pulse oximeter	 256-258
Pump	 344, 354
Pump set	 344
Punch	 82

Q
Quick lift	 180

R
Rain
	 proof clothing	 67
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Delivery and ordering conditions 
I. Decisive conditions
1. The legal relationships for all supplies and services provided to companies (customers) by Dönges 
GmbH & Co. KG (supplier) are based upon these conditions and any other agreements that have been 
made.
2. Changes and additions must be made in writing. Other general business conditions shall not apply, 
even if they have not been expressly objected to in isolated cases. These delivery and ordering 
conditions also apply to all future supplies and services provided to the customer by the supplier, even 
if they have not been expressly re-agreed. They only apply to companies in the sense of § 14 of the 
BGB. The obligations in § 312e para. 1 no. 1 to 3 of the BGB are excluded.

II. Ordering
1. Orders and acceptance pertaining to delivery agreements, general agreements and requests for 
delivery and changes and additions thereto must be made in writing. Requests for delivery can also be 
submitted by means of remote data transmission.
2. The supplier's products are subject to change and non-binding. Procurement agreements, quality 
guarantees and service life guarantees must be made in writing.
3. Unless otherwise agreed, delivery must be made uninsured at the customer's cost and risk to the 
place of acceptance or use that has been or will be specified by the customer. The risk is transferred to 
the customer when the goods are handed over to the person who is responsible for transport. This also 
applies if the supplier has a debt to be discharged at the customer's domicile.
4. In the event of an obligation to bring or send, the supplier is entitled to determine the means of 
transport and the route. Differing agreements must be made in writing.

III. Prices and payments
1. All prices specified by the supplier exclude VAT at the applicable rate.  The prices do not include the 
cost of packaging, delivery and insurance, which must be paid for separately by the customer unless 
the supplier expressly confirms in writing that the cost thereof will be covered.
2. Unless otherwise expressly agreed, payment will be made within 10 calendar days of the date of 
the invoice with 2% discount, or net within 30 days of receipt of the invoice. This also applies to the 
receipt of early deliveries. The supplier is entitled to demand concurrent delivery at any time, without 
giving reasons.
3. Payment will be made by bank transfer or cheque. Cheques will only be accepted as conditional 
payment.
4. If the delivery is defective, the customer is entitled to retain a proportional amount of the payment 
until the delivery has been properly fulfilled.
5. The supplier is entitled to transfer his claims against the customer or have them collected by third 
parties, without obtaining written agreement from the customer beforehand.
6. The customer is only entitled to offset such counter-claims that have been legally ascertained, 
concern a counter-demand that is to be adjudicated upon, are undisputed by the supplier or concerning 
which the supplier has expressly agreed to the offsetting in writing. The customer also only has the right 
to retain payment in the cases mentioned in clause 1.
7. No restrictions are placed on the supplier's payment retention and offsetting rights. The legal 
regulations apply.

IV. Confidentiality
1. The parties to the contract are obliged to treat all non-public commercial and technical details that 
they learn about via the business relationship as confidential.
Drawings, models, templates, samples and similar objects must not be handed to unauthorised third 
parties or made otherwise available. The copying of such objects is only permitted within the scope of 
company requirements and copyright regulations. These obligations continue beyond the end of the 
supply relationship. Sub-suppliers shall be obligated by the supplier accordingly.
2. The parties to the contract may only use the business relationship for the purpose of advertising if 
written approval is obtained beforehand.

V. Delivery dates and periods, delivery modalities
1. Agreed deadlines and periods are only binding if they have been confirmed in writing by the 
supplier.
2. A confirmed delivery date is subject to the reservation that the supplier has obtained correct, complete 
and on-time delivery itself. If the supplier fails to deliver to the vendor, both parties are entitled to 
withdraw the contract. The supplier is not liable (section XI) in the case of clauses 1 and 2 only if the 
defective, delayed or omitted delivery from its own supplier is not the result of an infringement of 
obligations by the supplier.
2. Unless otherwise agreed in writing, on-time provision of the goods for dispatch (in the event of an 
obligation involving the dispatch of what is owed), for delivery (in the event of an obligation that the 
debtor has to perform at the creditor's address) or for collection (in the event of a debt to be collected 
at the debtor's address) and appropriate notification to the customer is decisive for adherence to the 
delivery date or delivery period.
3. Goods that are delivered early must be accepted by the customer. The right to return at the supplier's 
cost has not been agreed, and is subject to formal written agreement between the parties. If the 
customer stores the goods until the agreed delivery date, he must bear all of the costs that are incurred. 
Storage shall take place at the customer's risk.
4. Partial deliveries are permitted, provided that the customer is not unreasonably disadvantaged as 
a result.

VI. Late delivery
If late delivery occurs as a result of simple negligence, the customer's claim for compensation is limited 
to 5% of the order value. Provided that there are no special regulations in this section, section XI also 
applies with regard to liability for late delivery compensation.

VII. Force majeure
Acts of God, industrial disputes, riots, official actions and other unforeseen, unavoidable and serious 
events free the contracted parties for the duration of the problem and for the scope of the effect thereof 
on the work obligations. This also applies if these events occur at a point in time when the affected 
party to the contract is behind schedule. The parties to the contract are obliged to provide the required 
information without delay (within reason) and adapt their obligations to the changed circumstances 
in good faith.

VIII. Quality and documentation
Changes to the subject of the delivery do not require prior written permission from the customer if they 
have been requested by the customer or are appropriately relevant to the state of technology.

IX. Deficiencies, deficiency notifications and notification deadlines
1. § 377 HGB applies unrestrictedly between the parties with the resulting obligations for the customer's 
received goods checking. The supplier's outgoing goods checking is not a substitute for the customer's 
received goods checking, which the customer is obliged to carry out as per § 377 of the HGB. 
2. The customer is obliged to provide notification of deficiencies relating to dispatch and discrepancies 
in the accompanying papers and all other deficiencies within two working days of receipt, provided that 
they become evident.  The notification deadline for deficiencies that become evident during a proper 
examination is seven days after receipt, and seven days after discovery for concealed deficiencies.
3. The goods provided by the supplier are free of material defects if their characteristics are within the 
generally recognised and production-related tolerances.

X. Warranty rights
1. If the goods prove to be defective, the customer can demand the following (Section XI remains 
unaffected) if the relevant legal prerequisites exist and nothing else has been agreed:
a) The customer's warranty rights are restricted to supplementary performance. If the supplementary 
performance is not provided, the customer has the option of reducing the payment or withdrawing 
from the contract.
b) The choice between defect remedying or subsequent delivery will be made at the supplier's 
discretion. Defect remedying and subsequent delivery shall always take place on a goodwill basis and 
without recognition of a legal obligation.
c) If the customer exercises his right to choose, his claim for supplementary performance will be 
restricted to the selected type of supplementary performance until this variant proves to be impossible 
or the supplier refuses to carry out the selected type of supplementary performance. This does not 
affect the purchaser's right to assert a price reduction, withdrawal or compensation under the legal 
prerequisites as a result of failure to provide supplementary performance.
d) In the event of an infringement of obligations beyond the scope of the delivery of defective goods 
(e.g. an explanation, advice or examination obligation), the customer can demand compensation for 
the resulting consequential damage and the consequential damage that the customer has to pay to his 
own customer in accordance with section XI Consequential damage is the damage that the customer 
has suffered to other legally protected interests than the goods themselves as a result of delivery of 
defective goods.
e) If the customer asserts compensation claims due to a defect, the regulations in section XI apply as 
well as this section.
2. The regulations concerning contractor recourse as per § 478 BGB are unaffected by the regulation 
in section 1 above.
3. The customer must make the parts that are to be replaced by the supplier available to the supplier 
without delay upon request, and at the supplier's cost.

4. Deficiency claims do not exist if the fault is attributable to failure to follow operating, maintenance or 
installation instructions, unsuitable or improper use, defective or negligent handling and natural wear, 
or intervention in the subject of supply by the customer or third parties.
5. If the customer asserts a claim for supplementary performance or exercises his entitlement to 
withdraw from the purchase agreement or reduce the purchase price due to a material defect, his claim 
for supplementary performance or repayment of the purchase price shall come under the statute of 
limitations. 
• in four years, if the subject of the purchase exists in a building or an object that 
	 has been used for a building in accordance with its normal purpose of use and has caused
	 the deficiency, 
• otherwise after 12 months.
6. Clause 5 does not affect the statute of limitations of repayment claims in accordance with § 479 
BGB. The legal regulations also apply to the statute of limitations, particularly regarding the start of the 
statute of limitations. This regulation in section X number 1b clause 2 remains unaffected.
7. If defective deliveries are made, this section X shall not affect customer claims under the terms of the 
product liability act, for non-permitted action or for carrying out business without an order. Quality and 
service life guarantees must be formally identified as such individually in writing.

XI. Liability
1. A prerequisite for the supplier obligation to pay compensation is that the supplier was to blame, or 
the blame for the damage that was caused is attributable to the supplier.  The statute of limitations 
regulation in § 438 of the BGB (German Civil Code) also applies to compensation for damage suffered by 
the customer to other legally protected customer interests (e.g. property, persons etc.) belonging to the 
customer or third parties as a result of the deficiency, provided that § 438 of the BGB basically applies 
to the agreement. Section X.5 and X.6 clauses 1 and 2 (particularly duration of statute of limitations, 
beginning of statute of limitations etc) apply accordingly. The following clauses in this section must be 
observed regarding the reason for and the scope of liability.
2. The supplier is unrestrictedly liable for non-accidental injuries caused by the supplier. The supplier 
is also liable for compensation only in the event of deliberate or grossly negligent obligation violations 
by himself, his legal representatives or by persons who the supplier uses to fulfil his obligations. In the 
event of slightly negligent violation of obligations by the above-mentioned persons, the supplier is only 
liable for compensation if the infringement represents a violation of important contractual obligations. 
A important contractual obligation in the above-mentioned sense is an obligation that makes proper 
fulfilment of the agreement possible at all, and adherence to which the contractual partner can and does 
regularly rely on. In the event of slight negligence, the level of liability is restricted to the damage that 
is typical for this type of agreement.
3. If claims are made from the customer due to non-negotiable liability to third parties regardless 
of blame, the supplier is only liable to the customer to the extent of his liability to the customer in 
accordance with legal regulations or the terms of these conditions of sale. 
The principles of § 254 of the BGB apply accordingly for compensation paid between the customer and 
the supplier. This also applies in the event of direct supplier claims.
4. The obligation to pay compensation does not apply if the customer has effectively restricted his 
liability to his customers. I this case the customer will also strive to agree liability restrictions in favour 
of the supplier to a legally permissible extent.
5. Claims made by the customer are excluded if the damage is attributable to the violation of operating, 
maintenance or installation instructions, unsuitable or improper use, defective or negligent actions, 
natural wear or defective repairs by the customer.
6. The customer will inform and consult the supplier without delay if he wishes to make use of the 
above-mentioned regulations. He must give the supplier the opportunity to investigate the damage 
case. The parties to the contract will agree on the actions to be taken, particularly in the event of 
compensation negotiations.
7. The liability restrictions and exclusions in accordance with clauses 1 to 6 of this section apply to 
the same extent in favour of the supplier's legal representatives, management and non-management 
employees, other parties involved in fulfilment and subcontractors.

XII. Protection rights
1. The supplier is liable for claims resulting from contractual use of the subject of the supply for violation 
of protection rights and patent registrations (patents), only within the scope of the legal regulations, 
taking the liability regulations in these conditions of sale into consideration (section XI).
2. In particular, the supplier does not release the customer and his customers from all claims resulting 
from the use of such protection rights if he is not liable as per clause 1.
3. In particular, the supplier is not liable provided that the subjects of the supply have been manufactured 
in accordance with customer drawings, models or equivalent other descriptions or specifications that 
have been handed over by the customer, and does not know that protection rights have been violated 
or does not have to know in connection with the products that he has developed.
4. The parties to the contract are obliged to notify each other without delay about violation risks and 
alleged violations that become known, and give each other the opportunity to amicably counteract the 
violation(s) accordingly.
5. If requested to do so by the supplier, the customer will provide notification of the use of public and 
non-public supplier patents, licensed patents and patent registrations for the subject of the delivery.
6. If the supplier is liable as per clauses 1 to 5 and nothing else has been expressly agreed in writing, 
the supplier is only liable for patent violations that occur in Germany.

XIII. Contractual penalties, lump sum compensation payments
Irrespective of the type of damage (deficiency claims, compensation instead of or in addition to the 
services, product liability etc.) the customer must specifically bill for the damages that he has suffered. 
No flat rate has been agreed for compensation claims, and no contractual penalties have been agreed 
between the parties. Flat compensation rates and contractual penalties can only be agreed in individual 
contracts and must be made in writing.

XIV. Title retention
1. The supplier reserves ownership of all goods that he supplies until full payment has been received; 
all deliveries are considered to be one continuous delivery in this respect. For open accounts, retained 
ownership is considered to be a safeguard for a balance request.
2. If the customer combines the goods with other objects to create a uniform object and the other object 
is considered to be the main product, the customer is obliged to transfer proportional co-ownership to 
the supplier if the main object belongs to him. If the supplied goods are sold on by the customer, he 
thereupon transfers claims against his own customers resulting from the sale to the supplier together 
with all secondary rights until all supplier claims have been settled in full.
3. For well-justified reasons, the customer is obliged to provide notification of transfer to third party 
purchasers if requested to do so by the supplier, and provide the supplier with the required information 
and documents that are required to assert his rights.
4. The supplier will release the securities that he has retained if the total value thereof exceeds the 
claims that are being protected by more than 10%.

XV. Take-back of goods
1. Goods will only be taken back if prior agreement is obtained from the supplier. The returned goods 
must be in a re-sellable condition and comply with the latest state of technology. The returned goods 
credit note will be drawn up at the original prices, minus a 10% processing fee. Costs incurred by third 
parties will be billed for separately.

XVI. General conditions
1. If one of the parties ceases to making payments, insolvency proceedings are started or private 
conciliation proceedings are applied for, the other party is entitled to withdraw from the contract for 
the non-fulfilled part.
2. If a term of these conditions and any other agreements that have been made is ineffective or 
becomes ineffective, the validity of the remainder of the contract is not affected. The parties to the 
contract are obliged to replace the ineffective term with a regulation that comes as close as possible to 
providing the same financial result.
3. The laws of the Federal republic of Germany exclusively apply. The use of the United Nations 
convention of 11.04.1980 concerning contracts involving international sales is excluded.
4. The place of fulfilment will be in accordance with legal regulations. Differing agreements can only be 
made in individual contracts and must be made in writing.
5. The place of jurisdiction for all legal proceedings is the business headquarters of the supplier, 
providing that the customer is a merchant, juristic person in public law or separate asset under public 
law. The supplier is also entitled to claim from the customer at his general place of jurisdiction if he 
wishes to do so.




